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Regular unleaded pump petrol will have its ethanol contact increased from 5% > 10%: 
Ethanol is a detergent, it can dissolve varnish and gum deposits that have previously formed inside 
fuel cans or the machines fuel tank or engine. When these deposits become dislodged, they can mix 
with the fuel and plug small openings and filters within the fuel system. 
Ethanol is hygroscopic, this means it attracts and mixes with moisture in the air, causing corrosion 
to metal components in the fuel system. If enough water is absorbed, the ethanol and water will 
settle out of the petrol/oil mixture and settle to the bottom of the machines fuel tank. The layer of 
petrol left floating on top has a lower octane level than the original ethanol petrol blend, which can 
result in unstable engine operation, power loss and major engine failures. 
Since the fuel is often drawn from the bottom of the fuel tank, the engine is drawing in a mixture of 
ethanol and water with no petrol and therefore no lubricating oil. This ethanol/water mix cannot 
easily pass through the fuel system, this can result in hard starting, unsafe high idle speeds, stalling, 
and can ultimately lead to engine damage or fuel system failure.  
Make sure the petrol you purchase for your outdoor power equipment contains no more than 10% 
ethanol.  

Guidelines for using E10 petrol in outdoor power equipment: 

 Only use Husqvarna specifically formulated High Quality Universal two stroke oil. 

 Store your petrol/oil mixture in a sealed fuel can like the Husqvarna Combi-can, this reduces 
the chance of the ethanol absorbing moisture from the atmosphere 

 Use a minimum of 95 octane petrol and always use fresh fuel, we recommend to only buy 
enough petrol that you can easily use up within a one-month period.  

 Equipment storage – ensure you store your equipment correctly, if your equipment is not 
going to be used for a few weeks, drain the machine of all fuel. 

 Super unleaded pump petrol remains at only 5% ethanol content and therefore is a preferred 
choice of fuel over the new E10. 

 If the machine is not being used daily then a another option is to use Husqvarna’s specially 
formulated fuel mixture the Husqvarna XP Power 2. Husqvarna XP Power 2 is a high-grade, 
high-octane, ethanol-free premixed Alkylate fuel containing Husqvarna synthetic 2 stroke oil, 
it is a pure and stable fuel mixture that can be stored for up to two years in the original 
container and is ideal for machines that are used infrequently. 

 If all the correct precautions are taken, petrol containing a 10% quantity of ethanol (E10) can 
be used in your Husqvarna products, however reduced engine performance due to higher 
ratios of ethanol in fuels is not covered by Husqvarna warranty. 

Husqvarna Universal Two Stroke Oil 0.1 Ltr  790900001 
Husqvarna Universal Two Stroke Oil 1Ltr  790900010 
Husqvarna Universal Two Stroke Oil 5Ltr  790800801 

 

Husqvarna Combi-Can   580754201 
 

Husqvarna XP Power 2 Alkylate Fuel 1Ltr  589227601 
Husqvarna XP Power 2 Alkylate Fuel 5Ltr  582202005 
Husqvarna XP Power 2 Alkylate Fuel 25Ltr  583952902 
Husqvarna XP Power 2 Alkylate Fuel 200Ltr  583952904 


